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Product Item Numbers

H = 1/4" - 1/2"
(6 - 12.5 mm)

1/8" - 3 mm

R = Radius

Notes:
• Radius available for JOLLY in

metal profiles only.
• JOLLY in polished aluminum

and chrome-plated brass
require a relatively large
bending radius.

Length supplied: 8' 2-1/2" — 2.50 m

Note: Additional finishes are available for this product. The design configuration of Schluter®-JOLLY is
identical to that of Schluter®-SCHIENE (see Floor Profiles). However, their materials and finishes do vary.
Schluter®-SCHIENE, in all materials and finishes, is suitable for floor applications, as well as wall and
countertop applications. Schluter®-JOLLY is suited primarily for walls and countertops. However, JOLLY
in AM, AMGB, AK, AKGB, AT, ATGB, ABGB and ACGB is also suitable for floors and may be used in
such applications to increase design options.

2.3 Schluter®-JOLLY
Item No.

H = Tile Thickness
Solid brass, Aluminum, Aluminum, Aluminum, Aluminum, Aluminum,
chrome-plated polished chrome brushed chrome satin nickel polished nickel brushed nickel

anodized anodized anodized anodized anodized
(MC) (ACG) (ACGB) (AT) (ATG) (ATGB)

1/4" – 6 mm MC 60 A 60 ACG A 60 ACGB A 60 AT A 60 ATG A 60 ATGB

5/16" – 8 mm MC 80 A 80 ACG A 80 ACGB A 80 AT A 80 ATG A 80 ATGB

3/8" – 10 mm MC 100 A 100 ACG A 100 ACGB A 100 AT A 100 ATG A 100 ATGB

1/2" – 12.5 mm MC 125 A 125 ACG A 125 ACGB A 125 AT A 125 ATG A 125 ATGB

2.3 Schluter®-JOLLY
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum,
satin polished brushed antique
copper/bronze copper/bronze copper/bronze bronze
anodized (AK) anodized (AKG) anodized (AKGB) anodized (ABGB)

1/4" – 6 mm A 60 AK A 60 AKG A 60 AKGB A 60 ABGB

5/16" – 8 mm A 80 AK A 80 AKG A 80 AKGB A 80 ABGB

3/8" – 10 mm A 100 AK A 100 AKG A 100 AKGB A 100 ABGB

1/2" – 12.5 mm A 125 AK A 125 AKG A 125 AKGB A 125 ABGB

2.3 Schluter®-JOLLY
Item No.

H = Tile Thickness Aluminum, PVC
color-coated
(AC) (P)

1/8" – 3 mm A 30 color* –

3/16" – 4.5 mm A 45 color* color* 45

1/4" – 6 mm A 60 color* color* 60

5/16" – 8 mm A 80 color* color* 80

3/8" – 10 mm A 100 color* color* 100

1/2" – 12.5 mm A 125 color* color* 125

H = 1/8" - 3/16"
(3 - 4.5 mm)

2.3 Schluter®-JOLLY
Numéro d'article

H = Épaisseur
du carreau

Aluminum, Aluminum, Aluminum, Aluminum, Aluminium,
satin brass polished brass brushed brass bright black brushed graphite
anodized anodized anodized anodized anodized
(AM) (AMG) (AMGB) (AGSG) (AGRGB)

3/16" – 4.5 mm – – – A 45 AGSG –

1/4" – 6 mm A 60 AM A 60 AMG A 60 AMGB A 60 AGSG A 60 AGRGB

5/16" – 8 mm A 80 AM A 80 AMG A 80 AMGB A 80 AGSG A 80 AGRGB

3/8" – 10 mm A 100 AM A 100 AMG A 100 AMGB A 100 AGSG A 100 AGRGB

1/2" – 12.5 mm A 125 AM A 125 AMG A 125 AMGB A 125 AGSG A 125 AGRGB

*Color Codes

HB
Light
beige

BW
Bright
white

HG
Light
grey

W
White

PG
Classic
grey

SP
Sand
pebble

G
Grey

BH
Bahama

GS*
Black

Note: JOLLY-AC is no longer available in
Black (GS). For a black finish, the profile is
available in Bright black anodized aluminum
(AGSG).

* To complete the item number, add the
color code (e.g., G 45).

RB**
Red
brown

SB**
Black
brown

*PVC only
**Color-coated

aluminum only
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2.10 Schluter®-QUADEC
Item No.

H = Tile Thickness
Stainless steel Stainless steel,
304 brushed 304
(1.4301 = V2A) (1.4301 = V2A)
(E) (EB)

1/4" – 6 mm Q 60 E Q 60 EB

5/16" – 8 mm Q 80 E Q 80 EB

3/8" – 10 mm Q 100 E Q 100 EB

1/2" – 12.5 mm Q 125 E Q 125 EB

Stainless steel

= H

Aluminum

= H

Length supplied: 8' 2-1/2" — 2.50 m

Item No.Accessories

2.10 Schluter®-QUADEC

End cap, outside/inside corner EV/ profile item number*

Outside Corner Inside Corner

How to order corners:

*To complete the item number for corners,
add the corresponding profile item number
(e.g., EV/ Q 80 E).

Note: The same corner piece can be used to produce
a 90° inside corner and a 90° outside corner.

Connector for
stainless steel profiles

H = Tile
Thickness

5/16" – 8 mm V/RO 80 E

3/8" – 10 mm V/RO 100 E

1/2" – 12.5 mm V/RO 125 E

Connector for
aluminum profiles

H = Tile
Thickness

5/16" – 8 mm V/RO 80

3/8" – 10 mm V/RO 100

1/2" – 12.5 mm V/RO 125

Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum,
satin polished chrome satin nickel antique bronze
anodized anodized anodized anodized
(AE) (ACG) (AT) (ABGB)

1/4" – 6 mm Q 60 AE Q 60 ACG Q 60 AT Q 60 ABGB

5/16" – 8 mm Q 80 AE Q 80 ACG Q 80 E AT Q 80 ABGB

3/8" – 10 mm Q 100 AE Q 100 ACG Q 100 E AT Q 100 ABGB

1/2" – 12.5 mm Q 125 AE Q 125 ACG Q 125 E AT Q 125 ABGB

Stainless Steel

Aluminum

2.10 Schluter®-QUADEC

2.10 Schluter®-QUADEC2.10 Schluter®-QUADEC
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Stainless steel

= H

Item No.

H = Tile Thickness
Stainless steel Stainless steel Stainless steel,
316 L 304 brushed
(1.4404 = V4A) (1.4301 = V2A) 304 (1.4301 = V2A)
(E/V4A) (E) (EB)

3/16" – 4.5 mm – RO 45 E –

1/4" – 6 mm RO 60 E/V4A RO 60 E RO 60 EB

9/32" – 7 mm – RO 70 E –

5/16" – 8 mm RO 80 E/V4A RO 80 E RO 80 EB

11/32" – 9 mm – RO 90 E –

3/8" – 10 mm RO 100 E/V4A RO 100 E RO 100 EB

7/16" – 11 mm – RO 110 E –

1/2" – 12.5 mm RO 125 E/V4A RO 125 E RO 125 EB

9/16" – 15 mm – RO 150 E RO 150 EB

Length supplied: 8' 2-1/2" — 2.50 m

Outside corner

Inside corner

Connector

Inside corner 90˚

H = Tile Thickness Aluminum with
stainless steel
appearance

1/4" – 6 mm ID/RO 60 E

5/16" – 8 mm ID/RO 80 E

3/8" – 10 mm ID/RO 100 E

1/2" – 12.5 mm ID/RO 125 E

End cap, outside corner 90˚

H = Tile Thickness Stainless steel Aluminum with Brushed
stainless steel stainless steel
appearance

3/16" – 4.5 mm EV/RO 45 E – –

1/4" – 6 mm EV/RO 60 E ED/RO 60 E EV/RO 60 EB

9/32" – 7 mm EV/RO 70 E – –

5/16" – 8 mm EV/RO 80 E ED/RO 80 E EV/RO 80 EB

11/32" – 9 mm EV/RO 90 E – –

3/8" – 10 mm EV/RO 100 E ED/RO 100 E EV/RO 100 EB

7/16" – 11 mm EV/RO 110 E – –

1/2" – 12.5 mm EV/RO 125 E ED/RO 125 E EV/RO 125 EB

9/16" – 15 mm EV/RO 150 E – EV/RO 150 EB

Sink corner with 3/8" (10 mm) radius

Sink corner with 3/8" (10 mm) radius

H = Tile Thickness Stainless steel Brushed
stainless steel

5/16" – 8 mm 12S/RO 80 E/V2A 12S/RO 80 EB/V2A

3/8" – 10 mm 12S/RO 100 E/V2A 12S/RO 100 EB/V2A

1/2" – 12.5 mm 12S/RO 125 E/V2A 12S/RO 125 EB/V2A

Sink corner with
1-1/2" (38 mm) radius

H = Tile Thickness

Stainless steel

5/16" – 8 mm 1SK/RO 80 E/38

3/8" – 10 mm 1SK/RO 100 E/38

1/2" – 12.5 mm 1SK/RO 125 E/38

Stainless Steel

Sink corner with 1-1/2" (38 mm) radius

Connector for
stainless steel profiles

H = Tile Thickness

5/16" – 8 mm V/RO 80 E

3/8" – 10 mm V/RO 100 E

1/2" – 12.5 mm V/RO 125 E

2.1 Schluter®-RONDEC 2.1 Schluter®-RONDEC

2.1 Schluter®-RONDEC 2.1 Schluter®-RONDEC

2.1 Schluter®-RONDEC

2.1 Schluter®-RONDEC
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2.1 Schluter®-RONDEC
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum, Aluminum, Aluminum,
satin polished brushed chrome satin nickel polished nickel brushed nickel
anodized chrome anodized anodized anodized anodized
(AE) anodized (ACG) (ACGB) (AT) (ATG) (ATGB)

1/4" – 6 mm RO 60 AE RO 60 ACG RO 60 ACGB RO 60 AT RO 60 ATG RO 60 ATGB

5/16" – 8 mm RO 80 AE RO 80 ACG RO 80 ACGB RO 80 AT RO 80 ATG RO 80 ATGB

3/8" – 10 mm RO 100 AE RO 100 ACG RO 100 ACGB RO 100 AT RO 100 ATG RO 100 ATGB

1/2" – 12.5 mm RO 125 AE RO 125 ACG RO 125 ACGB RO 125 AT RO 125 ATG RO 125 ATGB

Item No.Accessories

2.1 Schluter®-RONDEC

End cap, outside corner EV/ profile item number*

End cap, inside corner IV/ profile item number*

Double-leg, outside corner E2L/ profile item number*

Double-leg, inside corner I2L/ profile item number*
Sink corner I2S/ profile item number*
with 3/8" (10 mm) radius

2.1 Schluter®-RONDEC
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum, Aluminum, Aluminum,
satin polished brushed satin brass polished brass brushed brass
copper/bronze copper/bronze copper/bronze anodized anodized anodized
anodized (AK) anodized (AKG) anodized (AKGB) (AM) (AMG) (AMGB)

1/4" – 6 mm RO 60 AK RO 60 AKG RO 60 AKGB RO 60 AM RO 60 AMG RO 60 AMGB

5/16" – 8 mm RO 80 AK RO 80 AKG RO 80 AKGB RO 80 AM RO 80 AMG RO 80 AMGB

3/8" – 10 mm RO 100 AK RO 100 AKG RO 100 AKGB RO 100 AM RO 100 AMG RO 100 AMGB

1/2" – 12.5 mm RO 125 AK RO 125 AKG RO 125 AKGB RO 125 AM RO 125 AMG RO 125 AMGB

Aluminum

= H

2.1 Schluter®-RONDEC
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum,
graphite bright black brushed black
anodized anodized anodized
(AGR) (AGSG) (AGSGB)

1/4" – 6 mm RO 60 AGR RO 60 AGSG RO 60 AGSGB

5/16" – 8 mm RO 80 AGR RO 80 AGSG RO 80 AGSGB

3/8" – 10 mm RO 100 AGR RO 100 AGSG RO 100 AGSGB

1/2" – 12.5 mm RO 125 AGR RO 125 AGSG RO 125 AGSGB

How to order corners:

*To complete the item number for corners, add the
corresponding profile item number (e.g., EV/ RO 60 AM).

Length supplied: 8' 2-1/2" — 2.50 m

Connector

Connector for aluminum profiles

2.1 Schluter®-RONDEC

5/16" – 8 mm V/RO 80
3/8" – 10 mm V/RO 100
1/2" – 12.5 mm V/RO 125

Note: Connectors are made of PVC for aluminum
profiles, or stainless steel for stainless steel profiles.

Outside Corner Inside CornerDouble-leg corner

Sink corner with
3/8" (10 mm) radius

(E2L)

(I2L)

Note: Sink corners with 3/8" (10 mm) radius are only
available in AE, ACGB, AT, ATGB, AK, AKGB, AM,
and AMGB.

Note : Inside/outside double-leg corners and sink corners with 3/8" (10 mm) radius
are available in 80, 100 et 125 only.

Aluminum
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2.1 Schluter®-RONDEC
Item No.

H = Tile Thickness
Solid brass Solid brass,

chrome-plated
(M) (MC)

1/4" – 6 mm RO 60 M RO 60 MC

5/16" – 8 mm RO 80 M RO 80 MC

3/8" – 10 mm RO 100 M RO 100 MC

1/2" – 12.5 mm RO 125 M RO 125 MC

Outside Corner Inside Corner Note: There are no
inside or outside corners
available in solid brass
(M). Inside and outside
corners for the chrome-
plated brass (MC) are
made of aluminum with
a polished chrome finish
(ACG).

How to order corners:
*To complete the item number for
corners, add the corresponding profile
item number (e.g., ED/ RO 60 BW).

2.1 Schluter®-RONDEC
Item No.

H = Tile Thickness Aluminum, PVC
color-coated
(AC) (P)

1/4" – 6 mm RO 60 color* PRO 60 color*

5/16" – 8 mm RO 80 color* PRO 80 color*

3/8" – 10 mm RO 100 color* PRO 100 color*

1/2" – 12.5 mm RO 125 color* –

Length supplied: 8' 2-1/2" — 2.50 m

*Color Codes

HB
Light
beige

BW
Bright
white

HG
Light
grey

W
White

PG
Classic
grey

SP
Sand
pebble

G
Grey

BH
Bahama

GS
Black

To complete the item number, add the color code
(e.g., RO 100 BW or PRO 80 G).

Note: RONDEC-AC is
no longer available in
Black (GS). For a black
finish, the profile is
available in Bright black
anodized aluminum
(AGSG).

Aluminum

= H

PVC

= H

Brass

Item No.
Accessories

2.1 Schluter®-RONDEC

End cap, outside corner
in PVC or AC
End cap, inside corner
in PVC or AC

ED/ profile item number*

ID/ profile item number*

Color-coated aluminum (AC) PVC (P)

E/ profile item number*

I/ profile item number*

Brass

Color-coated aluminum, PVC

Aluminum with polished chrome finish (ACG)

H = Tile Thickness Outside Inside
corner corner

1/4" – 6 mm EV/RO 60 ACG IV/RO 60 ACG

5/16" – 8 mm EV/RO 80 ACG IV/RO 80 ACG

3/8" – 10 mm EV/RO 100 ACG IV/RO 100 ACG

1/2" – 12.5 mm EV/RO 125 ACG IV/RO 125 ACG

2.1 Schluter®-RONDEC

= H
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= W

2.7 Schluter®-ECK-K
Item No.

H = Tile Thickness
Stainless steel, Stainless steel,
304 brushed
(1.4301 = V2A) 304 (1.4301 = V2A)
(E) (EB)

Length supplied: 4' 11" — 1.50 m

1-9/32"– 32 mm K32 V2A / 150 K32 V2A EB/150

2" – 50 mm K50 V2A / 150 K50 V2A EB/150

Length supplied: 6' 7" — 2.00 m

1-9/32"– 32 mm K32 V2A / 200 K32 V2A EB/200

2" – 50 mm K50 V2A / 200 K50 V2A EB/200

Length supplied: 8' 2-1/2" — 2.50 m

1-9/32"– 32 mm K32 V2A / 250 K32 V2A EB/250

2" – 50 mm K50 V2A / 250 K50 V2A EB/250

Length supplied: 10' — 3.00 m

1-9/32"– 32 mm K32 V2A / 300 K32 V2A EB/300

2" – 50 mm K50 V2A / 300 K50 V2A EB/300

Note: ECK-K is also available in stainless steel
316 L (1.4404 = V4A).

= H

1-15/32" - 37 mm

2.6 Schluter®-ECK-E
Item No.

H = Tile Thickness
Stainless steel Stainless steel,
304 brushed
(1.4301 = V2A) 304 (1.4301 = V2A)
(E) (EB)

Length supplied: 4' 11" — 1.50 m

1/4" – 6 mm E37 V2A 60/150 E37 V2A EB 60/150

5/16" – 8 mm E37 V2A 80/150 E37 V2A EB 80/150

7/16" – 11 mm E37 V2A 110/150 E37 V2A EB 110/150

Length supplied: 6' 7" — 2.00 m

1/4" – 6 mm E37 V2A 60/200 E37 V2A EB 60/200

5/16" – 8 mm E37 V2A 80/200 E37 V2A EB 80/200

7/16" – 11 mm E37 V2A 110/200 E37 V2A EB 110/200

Length supplied: 8' 2-1/2" — 2.50 m

1/4" – 6 mm E37 V2A 60/250 E37 V2A EB 60/250

5/16" – 8 mm E37 V2A 80/250 E37 V2A EB 80/250

7/16" – 11 mm E37 V2A 110/250 E37 V2A EB 110/250

Length supplied: 10' — 3.00 m

1/4" – 6 mm E37 V2A 60/300 E37 V2A EB 60/300

5/16" – 8 mm E37 V2A 80/300 E37 V2A EB 80/300

7/16" – 11 mm E37 V2A 110/300 E37 V2A EB 110/300

= H

Note: ECK-E is also available in stainless steel
316 L (1.4404 = V4A).

Length supplied: 8' 2-1/2" — 2.50 m

Length supplied: 8' 2-1/2" — 2.50 m
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Length supplied: 8' 2-1/2" — 2.50 m

= H

5/16"
8 mm

7/32"
5 mm

2.5 Schluter®-RONDEC-DB
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum,
satin satin satin brass
anodized copper/bronze anodized
(AE) anodized (AK) (AM)

17/32" – 14 mm DB 14 AE DB 14 AK DB 14 AM

= H

2.11 Schluter®-QUADEC-FS
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum,
satin satin nickel antique bronze
anodized anodized anodized
(AE) (AT) (AB)

5/16" – 8 mm QF8 / 50 AE QF8 / 50 AT QF8 / 50 AB

Item No.Accessories

2.11 Schluter®-QUADEC-FS

End cap, outside/inside corner EV/ profile item number*

How to order corners:

*To complete the item number for corners,
add the corresponding profile item number
(e.g., EV/ QF8 / 50 AE).

Length supplied: 8' 2-1/2" — 2.50 m

Note: The same corner piece can be used to produce a 90° inside corner and a
90° outside corner.

2" - 50 mm

2-7/8" - 72 mm

Aluminum

1" - 25 mm

1/4" -
6 mm

Stainless steel, Brass

1" - 25 mm

1/4" -
6 mm

FinishesItem No.

2.2 Schluter®-DESIGNLINE

DL 625 E Stainless steel 304 (1.4301 = V2A) (E)

DL 625 EB Stainless steel 304, brushed (1.4301 = V2A) (EB)

DL 625 MC Solid brass, chrome-plated (MC)

DL 625 AE Aluminum, satin anodized (AE)

DL 625 ACG Aluminum, polished chrome anodized (ACG)

DL 625 ACGB Aluminum, brushed chrome anodized (ACGB)

DL 625 ATI Aluminum, satin nickel anodized (AT)

DL 625 ATG Aluminum, polished nickel anodized (ATG)

DL 625 ATGB Aluminum, brushed nickel anodized (ATGB)

DL 625 AK Aluminum, satin copper/bronze anodized (AK)

DL 625 AKG Aluminum, polished copper/bronze anodized (AKG)

DL 625 AKGB Aluminum, brushed copper/bronze anodized (AKGB)

DL 625 AM Aluminum, satin brass anodized (AM)

DL 625 AMG Aluminum, polished brass anodized (AMG)

DL 625 AMGB Aluminum, brushed brass anodized (AMGB)

Length supplied: 8' 2-1/2" — 2.50 m

Note: All corresponding item numbers of the
RONDEC finishes match Schluter®-DESIGNLINE.

Inside/outside corner/
End cap
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A = 1-3/8" - 35 mm
or 2-1/4" - 57 mm

= H

2.8 Schluter®-RONDEC-STEP
Item No.

H =
Tile Thickness

Aluminum, Aluminum, Aluminum, Aluminum,
satin brushed chrome satin nickel brushed nickel
anodized anodized anodized anodized
(AE) (ACGB) (AT) (ATGB)

5/16"– 8 mm 1-3/8" – 35 mm RS 80 AE 35 RS 80 ACGB 35 RS 80 AT 35 RS 80 ATGB 35

3/8" – 10 mm 1-3/8" – 35 mm RS 100 AE 35 RS 100 ACGB 35 RS 100 AT 35 RS 100 ATGB 35

1/2" – 12.5 mm 1-3/8" – 35 mm RS 125 AE 35 RS 125 ACGB 35 RS 125 AT 35 RS 125 ATGB 35

5/16"– 8 mm 2-1/4" – 57 mm RS 80 AE 57 RS 80 ACGB 57 RS 80 AT 57 -

3/8" – 10 mm 2-1/4" – 57 mm RS 100 AE 57 RS 100 ACGB 57 RS 100 AT 57 -

1/2" – 12.5 mm 2-1/4" – 57 mm RS 125 AE 57 RS 125 ACGB 57 RS 125 AT 57 -

A =
Vertical leg length

2.8 Schluter®-RONDEC-STEP
Item No.

H =
Tile Thickness

Aluminum, Aluminum, Aluminum, Aluminum,
satin brushed satin brass brushed brass
copper/bronze copper/bronze anodized anodized
anodized (AK) anodized (AKGB) (AM) (AMGB)

5/16"– 8 mm 1-3/8" – 35 mm RS 80 AK 35 RS 80 AKGB 35 RS 80 AM 35 RS 80 AMGB 35

3/8" – 10 mm 1-3/8" – 35 mm RS 100 AK 35 RS 100 AKGB 35 RS 100 AM 35 RS 100 AMGB 35

1/2" – 12.5 mm 1-3/8" – 35 mm RS 125 AK 35 RS 125 AKGB 35 RS 125 AM 35 RS 125 AMGB 35

5/16"– 8 mm 2-1/4" – 57 mm RS 80 AK 57 RS 80 AKGB 57 RS 80 AM 57 RS 80 AMGB 57

3/8" – 10 mm 2-1/4" – 57 mm RS 100 AK 57 RS 100 AKGB 57 RS 100 AM 57 RS 100 AMGB 57

1/2" – 12.5 mm 2-1/4" – 57 mm RS 125 AK 57 RS 125 AKGB 57 RS 125 AM 57 RS 125 AMGB 57

Length supplied: 8' 2-1/2" — 2.50 m

A =
Vertical leg length

Item No.Accessories

2.8 Schluter®-RONDEC-STEP

Outside corners, 90° E 90 profile item number*

Outside corners, 135° E 135 profile item number*

Inside corners, 90° I 90 profile item number*

Inside corners, 135° I 135 profile item number*

How to order corners:

*To complete the item number for corners, add the
corresponding profile item number (e.g., E 90 RS 80
ACGB 35).

Outside Corner Inside Corner
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Mounting
plate

Magnet

PackagingItem No.

11.1 Schluter®-REMA

REMA 4 magnets + 4 mounting plates

A = 1-1/2" -
39 mm

= H

= H

Length supplied: 8' 2-1/2" — 2.50 m

Outside Corner Inside Corner

2.9 Schluter®-RONDEC-CT
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum,
satin brushed chrome satin nickel brushed nickel
anodized anodized anodized anodized
(AE) (ACGB) (AT) (ATGB)

5/16" – 8 mm RC 80 AE 39 RC 80 ACGB 39 RC 80 AT 39 RC 80 ATGB 39

3/8" – 10 mm RC 100 AE 39 RC 100 ACGB 39 RC 100 AT 39 RC 100 ATGB 39

1/2" – 12.5 mm RC 125 AE 39 RC 125 ACGB 39 RC 125 AT 39 RC 125 ATGB 39

2.9 Schluter®-RONDEC-CT
Item No.

H = Tile Thickness
Aluminum, Aluminum, Aluminum, Aluminum,
satin brushed satin brass brushed brass
copper/bronze copper/bronze anodized anodized
anodized (AK) anodized (AKGB) (AM) (AMGB)

5/16" – 8 mm RC 80 AK 39 RC 80 AKGB 39 RC 80 AM 39 RC 80 AMGB 39

3/8" – 10 mm RC 100 AK 39 RC 100 AKGB 39 RC 100 AM 39 RC 100 AMGB 39

1/2" – 12.5 mm RC 125 AK 39 RC 125 AKGB 39 RC 125 AM 39 RC 125 AMGB 39

Item No.Accessories

2.9 Schluter®-RONDEC-CT

Outside corners, 90° E 90 profile item number*

Outside corners, 135° E 135 profile item number*

Inside corners, 90° I 90 profile item number*

Inside corners, 135° I 135 profile item number*

How to order corners:

*To complete the item number for corners, add the
corresponding profile item number (e.g., E 90 RC 80 AK 39).

1-
1/

4"
-

32
m

m
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2.3 Schluter®-JOLLY installed on outside
corners of a tiled shelf.

2.1 Schluter®-RONDEC, in satin anodized
aluminum, installed with corner pieces to finish
and protect a tile base.

2.8 Schluter®-RONDEC-STEP, in satin anodized
aluminum, applied to a countertop face. The profile
protects tile edges and provides a neat, clean
appearance.

2.1 Schluter®-RONDEC, in stainless steel,
installed to provide finishing and edge protection
around a tiled-under sink.

2.6 Schluter®-ECK-E, in stainless steel, protects
tile edges on an outside wall corner against
mechanical stresses, while providing a clean,
decorative finish.

2.9 Schluter®-RONDEC-CT, in satin nickel
anodized aluminum, installed with corner pieces
to finish and protect the countertop face, without
the need for ceramic bullnose.

2.10 Schluter®-QUADEC is a square profile
designed to protect and decorate outside wall
corners, tile bases, and other tiled edges,
e.g., tiled skirting.
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Schluter Systems L.P.
194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841

Tel.: 1-800-472-4588 • Fax: 1-800-477-9783
e-mail: info@schluter.com

Schluter Systems (Canada) Inc.
5626 Thimens Blvd., St-Laurent, QC H4R 2K9
Tel.: 1-800-667-8746 • Fax: 1-514-336-2410
e-mail: info@schluter.com
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