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V. Schluter®-DILEX-EHK 
1. Description: roll-formed stainless steel profile with integrated trapezoid-

perforated anchoring legs, connected at a 90-degree angle by a cove-

shaped section with 23/32 inch (18.5 mm) radius that forms the visible 

surface. 
2. Material and Finish: 

[E - Stainless Steel Type 304 = V2A] 

[EV4A - Stainless Steel Type 316 L = V4A] 
[EB - Brushed Stainless Steel Type 304 = V2A] 

3. Height: [ ____ ] or [Height as required] 

 
--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select material and finish based on anticipated mechanical and/or chemical stresses. 
2.   Select profile height according to tile thickness.  Consult Schluter

®
-Systems’ Illustrated 

Price List for availability. 
3. Matching inside and outside corners and end caps are available for DILEX-EHK (end caps 

available in grey PVC only). 
4. DILEX-EHK size U16/O16 only available in stainless steel type 316 = V4A 
--------------------------------------------------------------------------------------------------------------------------------- 
 

W. Schluter®-DILEX-HKS 

1. Description: profile with integrated, roll-formed stainless steel with 

trapezoid-perforated anchoring legs, connected at a 90-degree angle by a 
stainless steel cove-shaped section with 23/32 inch (18.5 mm) radius and 

1/2 inch (12.5 mm) wide thermoplastic rubber movement zone, which 

together form the visible surface. 

2. Material and Finish: 
[E - Stainless Steel Type 304 = V2A] 

[EV4A - Stainless Steel Type 316 L = V4A] 

3. Movement Zone Color: 
[HB - Light Beige] 

[GS - Black] 

[PG - Classic Grey] 

[G - Grey] 
4. Height: [ ____ ] or [Height as required] 

5. Width: [ ____ ] 

 
--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select profile height according to floor tile thickness.  Consult Schluter

®
-Systems’ 

Illustrated Price List for availability. 
2. Select profile width according to base tile thickness.  Consult Schluter

®
-Systems’ Illustrated 

Price List for availability. 
3. Matching inside and outside corners and end caps are available for DILEX-HKS (end caps 

available in grey PVC only). 
--------------------------------------------------------------------------------------------------------------------------------- 
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2.07 MODULAR SCREED SYSTEM 
 
---------------------------------------------------------------------------------------------------------------------------------
Schluter

®
-BEKOTEC is a modular screed system that produces permanent flooring assemblies 

that are free from internal stresses.  This allows for the installation of continuous screed surfaces 
without any saw cuts or control joints.  Ceramic and stone tile is set over the screed using the 
thin-set method, in conjunction with the Schluter

®
-DITRA uncoupling membrane, while surface 

coverings not sensitive to cracking, such as parquet or carpet, can be installed directly over the 
screed as soon as the residual moisture has reached an appropriate level. The system is self-
supporting, making it possible to place additional layers of heat and/or sound insulation to obtain 
the desired effect.  The system is also designed to hold hydronic radiant heating tubes without 
fasteners. 
--------------------------------------------------------------------------------------------------------------------------------- 

 

A. Schluter®-BEKOTEC Polyethylene Foil 

1. Modular Screed System: Schluter®-BEKOTEC 36 inch x 47 1/4 inch (90 cm x 
120 cm) polyethylene panel, with 7/8 inch (23 mm) high integrated studs set in 

a grid pattern spaced 4-1/4 inch (108 mm) on center. 

B.  Schluter®-BEKOTEC Expanded Polystyrene 
1. Description: 24 inch x 48 inch x 1-3/8 inch (610 mm x 1219 mm x 35 mm) 

expanded polystyrene panel, with 15/16 inch (24 mm) high integrated 

studs set in a grid pattern spaced 4-1/4 inch (108 mm) on center.  
  
--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Edge strips, edge boards, and movement joint strips are available. 
--------------------------------------------------------------------------------------------------------------------------------- 
 
2.08 UNCOUPLING MEMBRANE 

 
---------------------------------------------------------------------------------------------------------------------------------
Ceramic and stone tiles are durable, easy to maintain, and hygienic, representing the ideal 
surface coverings.  However, today’s lightweight construction methods can make the installation 
of hard surface coverings particularly challenging. In order to protect the integrity of the tile 
assembly, an underlayment that performs multiple functions is required. 
 
Schluter

®
-DITRA is specifically designed to allow the installation of ceramic and stone tile over 

any even and load-bearing substrate. The integration of DITRA’s uncoupling, waterproofing, load-
distribution, and vapor management functions makes consistent results viable. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-DITRA 
1. Description: 1/8 inch (3 mm) thick, orange, high-density polyethylene 

membrane with a grid structure of 1/2 inch x 1/2 inch (12 mm x 12 mm) 

square cavities, each cut back in a dovetail configuration, and a 
polypropylene anchoring fleece laminated to its underside.  Conforms to 

definition for uncoupling membranes in the Tile Council of North America 

Handbook for Ceramic Tile Installation; and meet or exceed the 

requirements of the “American national standard specifications for load 
bearing, bonded, waterproof membranes for thin-set ceramic tile and 

dimension stone installation A118.10,” and is listed by cUPC®, and is 

evaluated by ICC-ES (see Report No. ESR-2467). 
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B. Schluter®-DITRA-XL 
1. Description: 9/32 inch (7 mm) thick, orange, high-density polyethylene 

membrane with a grid structure of 1/2 inch x 1/2 inch (12 mm x 12 mm) 

square cavities, each cut back in a dovetail configuration, and a 

polypropylene anchoring fleece laminated to its underside.  Conforms to 
definition for uncoupling membranes in the Tile Council of North America 

Handbook for Ceramic Tile Installation; and meet or exceed the 

requirements of the “American national standard specifications for load 
bearing, bonded, waterproof membranes for thin-set ceramic tile and 

dimension stone installation A118.10,” and is listed by cUPC®.  
 

2.09 WATERPROOFING MEMBRANE 
 

---------------------------------------------------------------------------------------------------------------------------------
Ceramic and stone tiles are durable, easy to maintain, and hygienic, representing ideal surface 
coverings in wet areas.  However, since tiles and grout are not inherently waterproof, it is 
essential to protect the substrate (commonly moisture-sensitive) from moisture and vapor 
penetration.  Schluter

®
-KERDI is a pliable, sheet-applied bonded waterproofing membrane that 

also protects against vapor intrusion in showers, tub surrounds, backsplashes, and wainscotings. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-KERDI 

1. Description: 0.008 inch (0.2 mm) thick, orange polyethylene membrane, 
with polypropylene fleece laminated on both sides, which meet or exceed 

the requirements of the “American national standard specifications for load 

bearing, bonded, waterproof membranes for thin-set ceramic tile and 
dimension stone installation A118.10,” and is listed by cUPC®, and is 

evaluated by ICC-ES (see Report No. ESR-2467). 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. KERDI is available in 0.004 inch (0.1 mm) thick, 5 inch (125 mm), 7-1/4 inch (185 mm), 

and 10 inch (250 mm) wide bands for seams, corners and pre-fabricated seals (Schluter
®
-

KERDI-BAND and Schluter
®
-KERDI-SEAL-PS/-MV). 

--------------------------------------------------------------------------------------------------------------------------------- 
 

2.10 FLOOR DRAIN WITH INTEGRATED BONDING FLANGE 
 

---------------------------------------------------------------------------------------------------------------------------------
The Schluter

®
-KERDI-DRAIN was designed specifically to ensure a simple and secure 

connection to bonded waterproof membranes, such as Schluter
®
-KERDI, at the top of the 

assembly rather than below it, thereby reducing the risk of leakage, efflorescence, and mold 
growth. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-KERDI-DRAIN [Plastic] 
1. Description: floor drain 11-25/32 inch (300 mm) diameter, trapezoid-

perforated, sloped integrated bonding flange with thermally laminated 

polypropylene fleece and grate assembly.  Grate assembly includes 

grate, height adjustment collar, and lateral adjustment ring with trapezoid 
perforations.  Drain listed by UPC® to meet requirements of “International 

Association of Plumbing and Mechanical Officials Interim Guide Criteria 

for Floor Drain with Integrated Bonding Flange” (IGC 195), listed by CSA 
to meet requirements of the Canadian Standards Association standard, 

“Floor, Area, and Shower Drains, and Cleanouts for Residential 

Construction” (CSA B79), and referenced in method B422 of the Tile 
Council of North America Handbook for Ceramic Tile Installation. 
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2. Drain Housing Material: 
[ABS] 

[PVC] 

3. Grate Material and Finish: 

[E - Stainless Steel Type 304 = V2A] 
[EOB – Oil-Rubbed Bronze Stainless Steel Type 304 = V2A] 

[ATGB - Brushed Nickel Anodized Aluminum] 

[AKGB - Brushed Copper/Bronze Anodized Aluminum] 
[AMGB - Brushed Brass Anodized Aluminum] 

4. Nominal Grate Size: 

[4 inch (100 mm) x 4 inch (100 mm) square] 
[6 inch (150 mm) x 6 inch (150 mm) square] 

[6 inch (150 mm) round] 

5. Drain Outlet: 

[2 inch (50 mm) outlet] 
[3 inch (75 mm) outlet] 

 

B. Schluter Schluter®-KERDI-DRAIN [Stainless Steel] 

1. Description: stainless steel floor drain 9.843 inch (250 mm) diameter 

integrated bonding flange with 3 inch (75 mm) no-hub outlet, and grate 
assembly.  Grate assembly includes stainless steel grate, height 

adjustment collar, and lateral adjustment ring with trapezoid perforations.  

Drain listed by UPC® to meet requirements of “International Association 

of Plumbing and Mechanical Officials Interim Guide Criteria for Floor 
Drain with Integrated Bonding Flange” (IGC 195), listed by CSA to meet 

requirements of the Canadian Standards Association standard, “Floor, 

Area, and Shower Drains, and Cleanouts for Residential Construction” 
(CSA B79), Drain detail as referenced in method B422 of the Tile Council 

of North America Handbook for Ceramic Tile Installation. 

2. Drain Housing Material: 
[Stainless Steel] 

3. Grate Material and Finish: 

[E – Stainless Steel Type 304 = V2A] 

[EOB – Oil-Rubbed Bronze Stainless Steel Type 304 = V2A] 
[ATGB - Brushed Nickel Anodized Aluminum] 

[AKGB - Brushed Copper/Bronze Anodized Aluminum] 

[AMGB - Brushed Brass Anodized Aluminum] 
4. Nominal Grate Size: 

[4 inch (100 mm) x 4 inch (100 mm) square] 

[6 inch (150 mm) x 6 inch (150 mm) square] 
[6 inch (150 mm) round] 

 

C. Schluter®-KERDI-DRAIN ADAPTOR KIT [Plastic] 
1. Description: floor drain adaptor kit consisting of stainless steel adaptor 

ring with over-molded santoprene gasket, 11-25/32 inch (300 mm) 

diameter sloped integrated bonding flange with thermally laminated 
polypropylene fleece, and grate assembly.  Grate assembly includes 

grate, height adjustment collar, and lateral adjustment ring with trapezoid 

perforations.  Drain detail as referenced in method B422 of the Tile 
Council of North America Handbook for Ceramic Tile Installation. 

2. Grate Material and Finish: 

[E – Stainless Steel Type 304 = V2A] 

[EOB – Oil-Rubbed Bronze Stainless Steel Type 304 = V2A] 
[ATGB - Brushed Nickel Anodized Aluminum] 
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[AKGB - Brushed Copper/Bronze Anodized Aluminum] 
[AMGB - Brushed Brass Anodized Aluminum] 

3. Nominal Grate Size: 

[4 inch (100 mm) x 4 inch (100 mm) square] 

[6 inch (150 mm) x 6 inch (150 mm) square] 
[6 inch (150 mm) round] 

 

D. Schluter Schluter®-KERDI-DRAIN ADAPTOR KIT [Stainless Steel] 

1. Description: floor drain adaptor kit consisting of stainless steel adaptor 

ring with over-molded santoprene gasket, 9.843 inch (250 mm) diameter 
sloped integrated bonding flange, and grate assembly.  Grate assembly 

includes stainless steel grate, height adjustment collar, and lateral 

adjustment ring with trapezoid perforations.  Drain detail as referenced in 
method B422 of the Tile Council of North America Handbook for Ceramic 

Tile Installation. 

2. Drain Housing Material: 

[Stainless Steel] 
3. Grate Material and Finish: 

[E – Stainless Steel Type 304 = V2A] 

[EOB – Oil-Rubbed Bronze Stainless Steel Type 304 = V2A] 
[ATGB - Brushed Nickel Anodized Aluminum] 

[AKGB - Brushed Copper/Bronze Anodized Aluminum] 

[AMGB - Brushed Brass Anodized Aluminum] 

4. Nominal Grate Size: 
[4 inch (100 mm) x 4 inch (100 mm) square] 

[6 inch (150 mm) x 6 inch (150 mm) square] 

[6 inch (150 mm) round] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select drain housing material according to drain pipe material. 
2. Select grate material and finish based on anticipated mechanical and/or chemical stresses. 
3. 6 inch grates are only available in stainless steel. 
4. Not all drains configurations are included in the above listings; please consult Schluter

®
-

Systems to confirm that your selected drain configuration meets the appropriate listing. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

2.11 PREFABRICATED SHOWER COMPONENTS 
 

--------------------------------------------------------------------------------------------------------------------------------
The Schluter

®
-Systems shower assembly eliminates the risk of failures due to both vapor and water 

penetration, is maintenance-free, and dramatically reduces total installation time.  The integrated 
Schluter

®
 Shower System ensures success and makes shower installation easier than ever. 

--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-KERDI-SHOWER-ST 

1. Description: trapezoid-imprinted, prefabricated, sloped tiled shower tray 

base, made of 2.75 lb/ft3 (44 kg/m3) density, self-extinguishing (HF-1 rating 
per UL-94) expanded polystyrene, with 12-5/16 inch (313 mm) diameter 

removable recessed section with 1/8 inch (3 mm) wide ribs on top and 

channels on the underside. 
 

2. Size: 
[ST-122 - 48 inch x 48 inch x 1-1/2 inch (1220 mm x 1220 mm x 38 mm)]  

[ST-81/152 - 32 inch x 60 inch x 1-3/4 inch (810 mm x 1520 mm x 44mm)]  
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[ST-81/152 BR - 32 inch x 60 inch x 1-1/2 inch (810 mm x 1520 x 38 mm)]  
[ST-183 - 72 inch x 72 inch x 1-1/2 inch (1830 mm x 1830 mm x 38 mm)] 

 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. The ST-81/152 BR features an off-set drain placement 10 inches from the outer edge. All 

other KERDI shower trays feature a center drain placement. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

B. Schluter®-KERDI-SHOWER-SC 

1. Description: trapezoid-imprinted, prefabricated, tiled shower curb base, 

made of 2.75 lb/ft3 (44 kg/m3) density, self-extinguishing (HF-1 rating per 
UL-94) expanded polystyrene.  Curb dimensions are 48 inch x 6 inch x 4-

1/2 inch (1220 mm x 150 mm x 115 mm). 
 

C. Schluter®-KERDI-SHOWER-SR 

1. Description: trapezoid-imprinted, prefabricated, tiled shower ramp base, 

made of 2.75 lb/ft3 (44 kg/m3) density, self-extinguishing (HF-1 rating per 
UL-94) expanded polystyrene.  Ramp dimensions are 48 inch x 15-7/8 

inch (1220 mm x 40 mm) with slope from maximum thickness of 1-1/2 inch 

(38 mm) to minimum thickness of 1/4 inch (6 mm). 
 

D. Schluter®-KERDI-FIX 
1. Description: single-component, elastomeric, waterproof sealing and 

bonding compound with a silane-modified polymer base.  Compound is 

free of solvents and odorless.  

2. Color: 
[BW - Bright White] 

[G - Grey] 
 

2.12 DRAINAGE MEMBRANES 
 

---------------------------------------------------------------------------------------------------------------------------------
Proper drainage is an essential feature of exterior tile assemblies where water is allowed to 
infiltrate a mortar setting bed.  Water expands when it freezes and can exert great pressure and 
cause damage to its surroundings.  Thus, any moisture that enters a setting bed must be allowed 
to leave the system quickly.  Schluter

®
 drainage membranes are designed to provide a simple 

and effective means to allow seepage water to exit the tile assembly quickly and avoid permanent 
saturation of the mortar bed. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-TROBA 
1. Description: orange polyethylene sheet with 3/16 inch (4.4 mm) tall 

trapezoid-shaped perforated studs that form vault-like cavities. 
 

B. Schluter®-TROBA-PLUS 

1. Description: orange polyethylene sheet with 5/16 inch (8 mm) high, 

truncated cone-shaped studs, covered with a polypropylene water-
permeable filter fabric. 

 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Schluter

®
-TROBA and Schluter

®
-TROBA-PLUS drainage membranes are to be installed 

over sloped waterproofing layers. 
--------------------------------------------------------------------------------------------------------------------------------- 
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2.13 FINISHING AND EDGE-PROTECTION PROFILES AND GUTTERS FOR 
BALCONIES AND TERRACES 

 
---------------------------------------------------------------------------------------------------------------------------------
Ceramic and stone tiles are ideal surface coverings for the exterior and have been used 
successfully for thousands of years.  Exterior balconies and terraces are ideal opportunities for 
the installation of tiled surfaces.  The family of Schluter

®
-BARA/-BARIN products provides edge 

finishing and a gutter system for water management at the perimeter of the balcony or terrace. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

A. Schluter®-BARA-ESOT 
1. Description: stainless steel type 304 = V2A, L-shaped profile with a 

trapezoid-perforated anchoring leg and circle-perforated vertical section. 

2. Height: 
       [2-3/8 inch (60 mm)] 

        [4-3/8 inch (110 mm)]  
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select profile height according to base tile height. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

B. Schluter®-BARA-RW 

1. Description: L-shaped profile with a 3-1/2 inch (90 mm) wide integrated 

trapezoid-perforated anchoring leg and vertical face that forms the visible 
surface.  

2. Material and Finish: 

[E - Stainless Steel Type 304 = V2A] 
[AC - Color-coated Aluminum] 

Color (if AC chosen as material and finish): 

[BW - Bright White] 
[HB - Light Beige] 

[RB - Red Brown] 

[SB - Black Brown] 

[PG - Classic Grey] 
[GM - Metallic Grey] 

3. Height: [ ____ ] or [Height as required] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select material and finish based on anticipated mechanical and/or chemical stresses. 
2. Select profile height according to assembly thickness.  Consult Schluter

®
-Systems’ 

Illustrated Price List for availability. 
3. The anchoring leg of BARA-RW is also available with a special radius perforation so that 

the profile can conform to curved applications. 
4. Matching outside corners and connectors are available for BARA-RW. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

C. Schluter®-BARA-RWL 
1. Description: L-shaped profile with a 3-1/2 inch (90 mm) wide integrated 

trapezoid-perforated anchoring leg and vertical face, with weep holes 

spaced at 2-15/16 inch (75 mm) that forms the visible surface.  
2. Finish: 

[PG - Classic Grey] 

[GM - Metallic Grey] 

3. Height: [ ____ ] or [Height as required] 
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--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1. Select material and finish based on anticipated mechanical and/or chemical stresses. 
2. Select profile height according to assembly thickness.  Consult Schluter

®
-Systems’ 

Illustrated Price List for availability. 
3. The anchoring leg of BARA-RWL is also available with a special radius perforation so that 

the profile can conform to curved applications. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

D. Schluter®-BARA-RK 

1. Description: color-coated aluminum, T-shaped profile with a 3-1/8 inch (80 

mm) wide integrated trapezoid-perforated anchoring leg, 1-9/16 inch (40 
mm) tall vertical section, and 1-1/16 inch (25 mm) tall drip lip with 3/4 inch 

(20 mm) offset.  Total height of visible surface is 2-5/8 inch (65 mm). 

2. Color: 

[BW - Bright White] 
[HB - Light Beige] 

[RB - Red Brown] 

[SB - Black Brown] 
[PG - Classic Grey] 

[GM - Metallic Grey] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1.  Matching inside and outside corners and connectors are available for BARA-RK. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

E. Schluter®-BARA-RAK 

1. Description: color-coated aluminum profile with a 3-1/8 inch (80 mm) wide 
integrated trapezoid-perforated anchoring leg, 2 inch (50 mm) tall vertical 

section, and 1-3/32 inch (28 mm) tall drip lip with 1-1/16 inch (27 mm) 

offset from the vertical section. 

2. Color: 
[BW - Bright White] 

[HB - Light Beige] 

[RB - Red Brown] 
[SB - Black Brown] 

[PG - Classic Grey] 

[GM - Metallic Grey] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1.  Matching inside and outside corners and connectors are available for BARA-RAK. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

F. Schluter®-BARA-RTK 

1. Description: color-coated aluminum profile with a 3-11/32 inch (85 mm) 
wide integrated trapezoid-perforated anchoring leg, 2-1/2 inch (63 mm) tall 

vertical section, 1-1/4 inch (32 mm) tall drip lip with 1-1/32 inch (26 mm) 

offset from the vertical section, and 3/8 inch (10 mm) deep recessed 
groove for gutter attachment. 

2. Color: 

[BW - Bright White] 
[HB - Light Beige] 

[RB - Red Brown] 

[SB - Black Brown] 
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[PG - Classic Grey] 
[GM - Metallic Grey] 

 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1.  Matching inside and outside corners and connectors are available for BARA-RTK. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

G. Schluter®-BARA-RTP 

1. Description: color-coated aluminum profile with a 2-5/8 inch (65 mm) tall 

vertical section, 1-1/16 inch (27 mm) tall drip lip with 1-3/32 inch (28 mm) 

offset from the vertical section, and 5/16 inch (8 mm) deep recessed 
groove for gutter attachment. 

2. Color: 

[PG - Classic Grey] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1.  Matching inside and outside corners and connectors are available for BARA-RTP. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

H. Schluter®-BARIN 
1. Description: color-coated aluminum gutter with 3-15/16 inch (86 mm) wide, 

1-9/16 inch (40 mm) radius trough and 1-3/16 inch (30 mm) tall anchoring 

slots spaced at 4 inch (102 mm) along the vertical section. 
2. Color: 

[BW - Bright White] 

[HB - Light Beige] 

[RB - Red Brown] 
[SB - Black Brown] 

[PG - Classic Grey] 

[GM - Metallic Grey] 
 

--------------------------------------------------------------------------------------------------------------------------------- 
Notes: 
1.  BARIN is designed to integrate with BARA-RTK and BARA-RTP profiles. 
2. Matching inside and outside corners, end caps, down couplings, elbow and tee pipes, and 

spouts are available for BARIN. 
--------------------------------------------------------------------------------------------------------------------------------- 
 

2.14 SETTING MATERIALS 
 
---------------------------------------------------------------------------------------------------------------------------------
To be determined by installation method(s), environment(s), and associated materials (e.g., tile 
type, underlayments, etc.) 
--------------------------------------------------------------------------------------------------------------------------------- 

 
 

PART 3 EXECUTION 

 
3.01 APPLICATION 

 

A. Consult Schluter®-Systems’ current technical literature for proper design and 

installation instructions. 
 

END OF SECTION 
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SECTION 09 30 00 

 

TILING 
 
 

PART 1 GENERAL 
 

1.01 SECTION INCLUDES 
 

A. Shower waterproofing: prefabricated substrates, waterproofing membrane, 

floor drain with integrated bonding flange, and sealant 
 

1.02 RELATED SECTIONS 
 

A. Section 06 10 00 - Rough Carpentry: plywood subfloor and underlayment 
 

B. Section 09 28 13 - Gypsum Board: gypsum board and tile backer boards 
 

C. Section 22 40 00 - Plumbing Fixtures: floor drains 
 

1.03 REFERENCES 
 

A. CSA B79-94:  Floor, Area, and Shower Drains, and Cleanouts for Residential 

Construction 
 

B. IAPMO IGC 195:  Interim Guide Criteria for Floor Drain with Integrated Bonding 

Flange 
 

C. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation 
 

D. American National Standard Specifications for the installation of ceramic tile 
A108 / A118 / A136.1 

 
 

PART 2 PRODUCTS 
 

2.01 MANUFACTURERS 
 

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-

5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: 
specassist@schluter.com. Internet: www.schluter.com.  

 

2.02 TILE 
 

---------------------------------------------------------------------------------------------------------------------------------
To be determined by design and service requirements of application(s). 
--------------------------------------------------------------------------------------------------------------------------------- 
 

2.03 SHOWER WATERPROOFING SYSTEM 
 

A. Schluter®-KERDI 

1. Description: 0.008 inch (0.2 mm) thick, orange polyethylene membrane, 
with polypropylene fleece laminated on both sides, which meet or exceed 

the requirements of the “American national standard specifications for load 

bearing, bonded, waterproof membranes for thin-set ceramic tile and 
dimension stone installation A118.10,” and is listed by cUPC®, and is 

evaluated by ICC-ES (see Report No. ESR-2467). 
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B. Schluter®-KERDI-DRAIN [Plastic] 
1. Description: floor drain 11-25/32 inch (300 mm) diameter, trapezoid-

perforated, sloped integrated bonding flange with thermally laminated 

polypropylene fleece and grate assembly.  Grate assembly includes grate, 

height adjustment collar, and lateral adjustment ring with trapezoid 
perforations.  Drain listed by UPC® to meet requirements of “International 

Association of Plumbing and Mechanical Officials Interim Guide Criteria for 

Floor Drain with Integrated Bonding Flange” (IGC 195), listed by CSA to 
meet requirements of the Canadian Standards Association standard, 

“Floor, Area, and Shower Drains, and Cleanouts for Residential 

Construction” (CSA B79), and referenced in method B422 of the Tile 
Council of North America Handbook for Ceramic Tile Installation. 

2. Drain Housing Material: 

 [PVC] 

3. Grate Material and Finish: 
[E - Stainless Steel Type 304 = V2A] 

4. Nominal Grate Size: 

[4 inch (100 mm) x 4 inch (100 mm) square] 
5. Drain Outlet: 

[2 inch (50 mm) outlet] 
 

C. Schluter®-KERDI-SHOWER-ST 

1. Description: trapezoid-imprinted, prefabricated, sloped tiled shower tray 

base, made of 2.75 lb/ft3 (44 kg/m3) density, self-extinguishing (HF-1 rating 
per UL-94) expanded polystyrene, with 12-5/16 inch (313 mm) diameter 

removable recessed section with 1/8 inch (3 mm) wide ribs on top and 

channels on the underside. 
2. Size: 

 [ST-81/152 - 32 inch x 60 inch x 1-3/4 inch (810 mm x 1520 mm x 44mm)]  
 

D. Schluter®-KERDI-SHOWER-SC 

1. Description: trapezoid-imprinted, prefabricated, tiled shower curb base, 
made of 2.75 lb/ft3 (44 kg/m3) density, self-extinguishing (HF-1 rating per 

UL-94) expanded polystyrene.  Curb dimensions are 48 inch x 6 inch x 4-

1/2 inch (1220 mm x 150 mm x 115 mm). 
 

E. Schluter®-KERDI-FIX 

1. Description: single-component, elastomeric, waterproof sealing and 
bonding compound with a silane-modified polymer base.  Compound is 

free of solvents and odorless.  

2. Color: 
[BW - Bright White] 

 

2.04 SETTING MATERIALS 

A. Consult waterproofing membrane manufacturer for installation instructions - 

Schluter®-Systems: www.schluter.com or 1-800-472-4588. 
 

PART 3 EXECUTION 
 

3.01 APPLICATION 
 

A. Consult Schluter®-Systems’ current technical literature for proper design and 
installation instructions. 

 

END OF SECTION 
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SECTION 09 30 00 

 

TILING 
 
 

PART 1 GENERAL 
 

1.01 SECTION INCLUDES 
 

A. Ceramic tile and dimension stone 
 

B. Edge-protection and transition profiles for floors 
 

1.02 RELATED SECTIONS 
 

A. Section 03 00 00 – Concrete 
 

1.03 REFERENCES 
 

A. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation 
 

B. American National Standard Specifications for the installation of ceramic tile 

A108 / A118 / A136.1 
 
 

PART 2 PRODUCTS 
 

2.01 MANUFACTURERS 
 

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-

5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: 

specassist@schluter.com. Internet: www.schluter.com.   
 

2.02 TILE 
 
---------------------------------------------------------------------------------------------------------------------------------
To be determined by design and service requirements of application(s). 
--------------------------------------------------------------------------------------------------------------------------------- 
 

2.03 EDGE-PROTECTION AND TRANSITION PROFILES FOR FLOORS 
 

A. Schluter®-SCHIENE 

1. Description: L-shaped profile with 1/8 inch (3.2 mm) wide top section and 

vertical wall section that together form the visible surface, integrated 
trapezoid-perforated anchoring leg, and integrated grout joint spacer. 

2. Material and Finish: 

[E - Stainless Steel Type 304 = V2A] 
3. Height: [ 3/8” ] 

 

2.04 SETTING MATERIALS 

---------------------------------------------------------------------------------------------------------------------------------
To be determined by installation method(s), environment(s), and associated materials (e.g., tile 
type, underlayments, etc.) 
--------------------------------------------------------------------------------------------------------------------------------- 



 

Project 09 30 00 - 36 Tiling 

PART 3 EXECUTION 
 

3.01 APPLICATION 

 

A. Consult Schluter®-Systems’ current technical literature for proper design and 
installation instructions at www.schluter.com 

 

END OF SECTION 
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Schluter Systems L.P.
194 Pleasant Ridge Road, Plattsburgh, NY  12901-5841

Tel.: 1-800-472-4588 • Fax: 1-800-477-9783
e-mail: info@schluter.com

Schluter Systems (Canada) Inc.
5626 Thimens Blvd., St-Laurent, QC  H4R 2K9
Tel.: 1-800-667-8746 • Fax: 1-514-336-2410
e-mail: info@schluter.com
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