SECTION 09 30 00

TILING

PART 1 GENERAL

1.01
SECTION INCLUDES

A. Ceramic tile and dimension stone
B. Drainage membranes
C. Setting materials: adhesives, mortars, grouts, and sealants
1.02
RELATED SECTIONS

A. Section 03 00 00 – Concrete
B. Section 06 10 00 - Rough Carpentry: plywood subfloor and underlayment
C. Section 22 40 00 - Plumbing Fixtures: floor drains
1.03
REFERENCES

---------------------------------------------------------------------------------------------------------------------------------The following references pertain to Schluter®-Systems’ products.  Various other relevant standards and references can be found in the Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation, Terrazzo, Tile and Marble Association of Canada (TTMAC Specification Guide 09300 Tile Installation Manual, and American National Standard Specifications for the Installation of Ceramic Tile.

---------------------------------------------------------------------------------------------------------------------------------
A. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation
B. Terrazzo, Tile and Marble Association of Canada (TTMAC) Specification Guide 09300 Tile Installation Manual
C. American National Standard Specifications for the installation of ceramic tile A108 / A118 / A136.1

PART 2 PRODUCTS
2.01
MANUFACTURERS

---------------------------------------------------------------------------------------------------------------------------------Schluter®-Systems operates separate divisions between the United States and Canada.  Choose based on project location.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: info@schluter.com. Internet: www.schluter.com. 

A. Schluter Systems (Canada) Inc., 5626 Thimens Blvd., St Laurent, QC H4R 2K9.  Tel: (800) 667-8746. Fax (514) 336-2410. E-mail: info@schluter.com. Internet: www.schluter.com. 

---------------------------------------------------------------------------------------------------------------------------------Include other approved manufacturers (tile, setting materials, etc.)

---------------------------------------------------------------------------------------------------------------------------------
2.02
TILE
---------------------------------------------------------------------------------------------------------------------------------To be determined by design and service requirements of application(s).

---------------------------------------------------------------------------------------------------------------------------------

2.03
DRAINAGE MEMBRANES

---------------------------------------------------------------------------------------------------------------------------------Proper drainage is an essential feature of exterior tile assemblies where water is allowed to infiltrate a mortar setting bed.  Water expands when it freezes and can exert great pressure and cause damage to its surroundings.  Thus, any moisture that enters a setting bed must be allowed to leave the system quickly.  Schluter® drainage membranes are designed to provide a simple and effective means to allow seepage water to exit the tile assembly quickly and avoid permanent saturation of the mortar bed.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter®-TROBA
1. Description: orange polyethylene sheet with 3/16 inch (4.4 mm) tall trapezoid-shaped perforated studs that form vault-like cavities.

B. Schluter®-TROBA-PLUS
2. Description: orange polyethylene sheet with 5/16 inch (8 mm) high, truncated cone-shaped studs, covered with a polypropylene water-permeable filter fabric.
---------------------------------------------------------------------------------------------------------------------------------

Notes:

1.
Schluter®-TROBA and Schluter®-TROBA-PLUS drainage membranes are to be installed over sloped waterproofing layers.

---------------------------------------------------------------------------------------------------------------------------------
2.14
SETTING MATERIALS

---------------------------------------------------------------------------------------------------------------------------------To be determined by installation method(s), environment(s), and associated materials (e.g., tile type, underlayments, etc.)

---------------------------------------------------------------------------------------------------------------------------------

PART 3 EXECUTION

3.01 APPLICATION

A. Consult Schluter®-Systems’ current technical literature for proper design and installation instructions at www.schluter.com.
END OF SECTION








