SECTION 09 30 00

TILING

PART 1 GENERAL

1.01
SECTION INCLUDES

A. Ceramic tile and dimension stone
B. Waterproofing Membrane 
C. Floor drain, with integrated bonding flange 

D. Setting materials: adhesives, mortars, grouts, and sealants
1.02
RELATED SECTIONS

A. Section 03 00 00 – Concrete
B. Section 06 10 00 - Rough Carpentry: plywood subfloor and underlayment
C. Section 07 90 00 - Joint Sealers
D. Section 09 28 13 - Gypsum Board: gypsum board and tile backer boards
E. Section 22 40 00 - Plumbing Fixtures: floor drains
1.03
REFERENCES

---------------------------------------------------------------------------------------------------------------------------------The following references pertain to Schluter®-Systems’ products.  Various other relevant standards and references can be found in the Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation, Terrazzo, Tile and Marble Association of Canada (TTMAC Specification Guide 09300 Tile Installation Manual, and American National Standard Specifications for the Installation of Ceramic Tile.

---------------------------------------------------------------------------------------------------------------------------------
A. CSA B79-94:  Floor, Area, and Shower Drains, and Cleanouts for Residential Construction
B. IAPMO IGC 195:  Interim Guide Criteria for Floor Drain with Integrated Bonding Flange
C. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation
D. Terrazzo, Tile and Marble Association of Canada (TTMAC) Specification Guide 09300 Tile Installation Manual
E. American National Standard Specifications for the installation of ceramic tile A108 / A118 / A136.1

PART 2 PRODUCTS
2.01
MANUFACTURERS

---------------------------------------------------------------------------------------------------------------------------------Schluter®-Systems operates separate divisions between the United States and Canada.  Choose based on project location.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: info@schluter.com. Internet: www.schluter.com. 

A. Schluter Systems (Canada) Inc., 5626 Thimens Blvd., St Laurent, QC H4R 2K9.  Tel: (800) 667-8746. Fax (514) 336-2410. E-mail: info@schluter.com. Internet: www.schluter.com. 

---------------------------------------------------------------------------------------------------------------------------------Include other approved manufacturers (tile, setting materials, etc.)

---------------------------------------------------------------------------------------------------------------------------------
2.02
TILE
---------------------------------------------------------------------------------------------------------------------------------To be determined by design and service requirements of application(s).

---------------------------------------------------------------------------------------------------------------------------------

2.03
FLOOR DRAIN WITH INTEGRATED BONDING FLANGE
---------------------------------------------------------------------------------------------------------------------------------

Notes:

1.
KERDI available in 0.004 inch (0.1 mm) thick, 5 inch (125 mm), 7-1/4 inch (185 mm), and 10 inch (250 mm) wide bands for seams and corners (Schluter®-KERDI-BAND).

---------------------------------------------------------------------------------------------------------------------------------
A. Schluter®-KERDI-DRAIN
1. Description: floor drain 11-25/32 inch (300 mm) diameter, trapezoid-perforated, integrated bonding flange with polypropylene fleece thermally laminated to the surface and hubbed connection to 2 inch (50 mm) drain pipe.  Grate assembly includes 4 inch x 4 inch (102 mm x 102 mm) square grate, height adjustment collar, and lateral adjustment ring with trapezoid perforations.  Drain listed by UPC® to meet requirements of “International Association of Plumbing and Mechanical Officials Interim Guide Criteria for Floor Drain with Integrated Bonding Flange” (IGC 195), listed by CSA to meet requirements of the Canadian Standards Association standard, “Floor, Area, and Shower Drains, and Cleanouts for Residential Construction” (CSA B79), and referenced in method B422 of the Tile Council of North America Handbook for Ceramic Tile Installation.

2. Drain Housing Material:

[ABS]

[PVC]

3. Grate Material and Finish:

[E - Stainless Steel Type 304 = V2A]

[ANIGB - Brushed Nickel Anodized Aluminum]

[AKGB - Brushed Copper/Bronze Anodized Aluminum]

[AMGB - Brushed Brass Anodized Aluminum]

---------------------------------------------------------------------------------------------------------------------------------

Notes:

1.
Select drain housing material according to drain pipe material.

2.
Select grate material and finish based on anticipated mechanical and/or chemical stresses.

---------------------------------------------------------------------------------------------------------------------------------
B. Schluter®-KERDI
1. Description: 0.008 inch (0.2 mm) thick, orange polyethylene membrane, with polypropylene fleece laminated on both sides, which is listed by cUPC® to meet or exceed requirements of the “American national standard specifications for load bearing, bonded, waterproof membranes for thin-set ceramic tile and dimension stone installation A118.10.”

---------------------------------------------------------------------------------------------------------------------------------

Notes:

1.
KERDI available in 0.004 inch (0.1 mm) thick, 5 inch (125 mm), 7-1/4 inch (185 mm), and 10 inch (250 mm) wide bands for seams and corners (Schluter®-KERDI-BAND).

---------------------------------------------------------------------------------------------------------------------------------
C. Schluter®-KERDI-FIX
1. Description: single-component, elastomeric, waterproof sealing and bonding compound with a silane-modified polymer base.  Compound is free of solvents and odorless. 

2. Color:

[BW - Bright White]

[G - Grey]

2.14
SETTING MATERIALS

---------------------------------------------------------------------------------------------------------------------------------To be determined by installation method(s), environment(s), and associated materials (e.g., tile type, underlayments, etc.)

---------------------------------------------------------------------------------------------------------------------------------

PART 3 EXECUTION

3.01 APPLICATION

A. Consult Schluter®-Systems’ current technical literature Schluter KERDI DRAIN Data Sheet for proper design and installation instructions at www.schluter.com.
END OF SECTION








