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KK81152ABSE
KK81152ABSATGB
KK81152ABSAKGB
KK81152ABSAMGB
KK81152PVCE
KK81152PVCATGB
KK81152PVCAKGB
KK81152PVCAMGB

Drain
Material

ABS
ABS
ABS
ABS
PVC
PVC
PVC
PVC

32" x 60" Kit - Select material for drain (ABS or PVC) and grate finish

Item No. Grate finish

Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum
Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum

KKB81152ABSE
KKB81152ABSATGB
KKB81152ABSAKGB
KKB81152ABSAMGB
KKB81152PVCE
KKB81152PVCATGB
KKB81152PVCAKGB
KKB81152PVCAMGB

Drain
Material

ABS
ABS
ABS
ABS
PVC
PVC
PVC
PVC

32" x 60" Kit - Select material for drain (ABS or PVC) and grate finish

Item No. Grate finish

Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum
Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum

Schluter®-KERDI-SHOWER-KIT
Schluter®-KERDI-SHOWER-KIT is an all-inclusive package containing each of the integrated family of components required to create a
watertight shower assembly without a mortar bed. This includes a prefabricated tray, which is available in different sizes, curb, KERDI
membrane, KERDI-BAND, KERDI-KERECK-F pre-formed corners, and the KERDI-DRAIN.

KK122ABSE
KK122ABSATGB
KK122ABSAKGB
KK122ABSAMGB
KK122PVCE
KK122PVCATGB
KK122PVCAKGB
KK122PVCAMGB

Drain
Material

ABS
ABS
ABS
ABS
PVC
PVC
PVC
PVC

48" x 48" Kit - Select material for drain (ABS or PVC) and grate finish

Item No. Grate finish

Stainless steel 304 (1.4301 = V2A)
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum
Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum

KK183ABSE
KK183ABSATGB
KK183ABSAKGB
KK183ABSAMGB
KK183PVCE
KK183PVCATGB
KK183PVCAKGB
KK183PVCAMGB

Drain
Material

ABS
ABS
ABS
ABS
PVC
PVC
PVC
PVC

72" x 72" Kit - Select material for drain (ABS or PVC) and grate finish

Item No. Grate finish

Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum
Stainless steel 304 (1.4301 = V2A) 
Brushed nickel anodized aluminum
Brushed copper/bronze anodized aluminum
Brushed brass anodized aluminum
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2

3

4

5

KERDI-SHOWER-ST
KERDI-SHOWER-SC
KERDI 10 M
KERDI-BAND
KERDI-DRAIN

KERDI-KERECK-F

Shower Tray
Shower Curb 48" x 6" x 4-1/2"
Waterproofing membrane 3' 3" x 33'
Waterproofing strip 5" x 33'
Drain, with integrated bonding flange
with 2" (50 mm) outlet

Pre-formed waterproofing corners
Included with KERDI-DRAIN

Includes Description
Quantity
72" x 72" 32" x 60"48" x 48"

Schluter®-KERDI-SHOWER-KIT
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6 4 inside and 2 outside
6

60" - 152 cm

32
"

-
81
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m

60" - 152 cm

32
"

-
81
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m

48" - 122 cm

48
"

-
12

2 
cm

72" - 183 cm

72
"

-
18

3 
cm

Note: Tray 4 features off-center
drain placement: 
10" (25.4 cm) o.c. from
end of tray.
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Schluter®-DITRA-XL is 5/16" (7 mm) thick, which permits even transitions between tile and 3/4"-thick hardwood flooring.  DITRA-XL
allows for ceramic tile application over single layer plywood/OSB subfloors on joists spaced up to 24" (610 mm) o.c.

Schluter®-DITRA-XL

Item No.
DITRA-XL/175

Dimensions
3' 3" x 53' 3" = 175 ft2 (1 m x 16.25 m = 16.25 m2)

Uncoupling and waterproofing membrane (5/16" - 7 mm thick)

Schluter®-DITRA and DITRA-XL
Schluter®-DITRA and Schluter®-DITRA-XL are polyethylene membranes with a grid structure of square cutback cavities and an
anchoring fleece laminated to the underside.  In conjunction with tiled coverings, DITRA and DITRA-XL form an uncoupling, waterproofing,
and vapor management layer, while providing support/load distribution.  The combination of these four essential functions allows for the
successful installation of tile over a wide range of substrates, including plywood/OSB, concrete, gypsum, heated floors, etc.

Schluter®-DITRA is 1/8" (3 mm) thick, which minimizes tile assembly thickness and reduces transitions to lower surface coverings (e.g.,
carpet, engineered wood, and vinyl).  DITRA allows for ceramic tile application over single layer plywood or OSB subfloors on joists spaced
up to 19.2" (488 mm) o.c.

Schluter®-DITRA

Item No.

DITRA 5M
DITRA 150
DITRA 30

Dimensions

3' 3" x 16' 5" = 54 ft2 (1 m x 5 m = 5 m2)
3' 3" x 45' 9" = 150 ft2 (1 m x 14 m = 14 m2)
3' 3" x 98' 5" = 323 ft2 (1 m x 30 m = 30 m2)

Uncoupling and waterproofing membrane (1/8" - 3 mm thick)

Schluter®-DITRA-TROWEL and Schluter®-KERDI-TROWEL

Item No.

TRL-DIT6
TRL-KER6

Packaging

6 units
6 units

Trowels used to install Schluter®-DITRA and Schluter®-KERDI membranes
Notch Size

11/64" x 11/64" (4.5 mm x 4.5 mm)
1/8" x 1/8" (3 mm x 3 mm)

Schluter®-DITRA-TROWEL and Schluter®-KERDI-TROWEL
Used to install Schluter®-DITRA and Schluter®-KERDI membranes.  The DITRA-TROWEL features an 11/64" x 11/64" (4.5 mm x 4.5 mm)
square-notched design while the KERDI-TROWEL features a 1/8" x 1/8" (3 mm x 3 mm) square-notched design.

Schluter®-KERDI-FIX
Schluter®-KERDI-FIX is a sealing and bonding compound with a silane-modified polymer base which is used to seal penetrations through
the Schluter-KERDI waterproofing membrane.  It is also used to bond the KERDI membrane to the stainless steel version of the KERDI-
DRAIN.  KERDI-FIX is odor-neutral, UV- and weather-resistant, and contains no solvents.  It is elastomeric and bonds well to most
materials, such as wood, stone, concrete, metal, glass, and many plastics. 

*Color Codes

BW
Bright
white

G
Grey

Schluter®-KERDI-FIX

Item No.

KERDIFIX/color Cartridge (290 ml)

Sealing and bonding compound
Packaging
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Subject to the conditions and limitations as stated hereinafter, Schluter Systems* warrants that the Schluter®-Shower System (the
“Products”)** will meet all composition and performance criteria for a period of five (5) years from the date of purchase. This warranty is
made upon the express condition and only when the Products are used and installed in accordance with the terms and conditions of the
Schluter®-Shower System Installation Handbook and industry standard guidelines that are not in conflict with the Handbook.

If the Products fail to meet this warranty, Schluter Systems, at its election, will a) reinstall or replace the failed portion of the tile assembly or b)
pay an amount not to exceed the original square foot cost of the installation of the tile assembly shown to be defective. Tile assembly is defined
and limited to include all Schluter®-KERDI Products, non-reusable tile surfaces, and the appropriate setting and grouting materials.

Due to conditions beyond the control of Schluter Systems (e.g., color and shade availability, discontinuation, normal wear and tear),
Schluter Systems cannot guarantee or warrant an exact match to the specific tile, stone, or other covering materials used in the installation.
In such events, at Schluter Systems’ election, substantially similar materials may be substituted.

WARRANTY DISCLAIMER: THERE ARE NO WARRANTIES BEYOND THIS EXPRESSED WARRANTY AS STATED ABOVE. ALL OTHER
WARRANTIES, REPRESENTATIONS OR CONDITIONS, EXPRESSED OR IMPLIED, ARE DISCLAIMED AND EXCLUDED, INCLUDING
WARRANTIES, REPRESENTATIONS OR CONDITIONS OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ARISING
BY STATUTE OR OTHERWISE BY LAW OR FROM A COURSE OF DEALING OR USAGE OF TRADE. SCHLUTER SYSTEMS EXCLUDES
AND IN NO EVENT SHALL HAVE ANY LIABILITY FOR LOST PROFITS OR ANY OTHER INDIRECT, SPECIAL, INCIDENTAL, PUNITIVE,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES, ARISING OUT OF OR OTHERWISE CONNECTED TO FAILURE OF THE PRODUCTS
NOR MISUSE OF THE PRODUCTS OR FAILURE TO PROPERLY MAINTAIN THE SHOWER, STEAM SHOWER, OR BATHTUB
SURROUND. REGARDLESS OF ANY STRICT LIABILITY, ACTIVE OR PASSIVE NEGLIGENCE OF SCHLUTER SYSTEMS AND
REGARDLESS OF THE LEGAL THEORY (CONTRACT OR TORT OR EXTRA-CONTRACTUAL OR OTHER), NOR FROM ACTS OF WAR,
TERRORISM, FAULTY AND NEGLIGENT PENETRATION OF THE SYSTEM, FIRES, EXPLOSIONS, VIBRATION, STRUCTURAL
MOVEMENT, EARTHQUAKE, ACTS OF GOD, INTENTIONAL ACTS OF DESTRUCTION OR ANY LOSSES DUE TO STRUCTURAL
FAILURE OR OTHER CAUSES UNRELATED TO THE WATERPROOFING SYSTEM OR DELAYS, OR ANY OTHER INCIDENTAL OR
CONSEQUENTIAL DAMAGES. THIS WARRANTY IS GIVEN IN LIEU OF ANY OTHER WARRANTY EXPRESSED OR IMPLIED. THE
REMEDIES CONTAINED HEREIN ARE THE ONLY REMEDIES AVAILABLE FOR BREACH OF THIS WARRANTY.

NO ASSIGNMENT-TERRITORY: This Limited Warranty extends ONLY to the original end-user (defined as homeowner – owner of the
premises/unit owner) for sales made ONLY in the United States and Canada and is not transferable or assignable, unless otherwise
prohibited by specific state or provincial law.

SUITABILITY OF PRODUCTS: IT IS THE RESPONSIBILITY OF THE OWNER/BUILDER/INSTALLER TO ENSURE THE SUITABILITY OF ALL
BUILDING MATERIALS AND ALL ASSOCIATED BUILDING MATERIALS FOR THE OWNER’S INTENDED USE. IT IS RECOMMENDED
THAT THE OWNER CONSULT WITH AN EXPERIENCED AND PROFESSIONAL INSTALLER.

CLAIMS ON THIS LIMITED WARRANTY: To make a claim under this Limited Warranty, the owner must provide Schluter Systems with written
notice within 30 days of any alleged defect in the Products covered by this Limited Warranty, together with date and proof of purchase of
the Products, proof of the costs of the original installation and name and address of all installers, failing which this Limited Warranty shall be
of no legal effect. Schluter Systems reserves the right at its election and as a condition of this Limited Warranty to inspect the alleged failure
and defect prior to any repair.

This warranty shall supersede and replace any and all prior oral or written warranties, agreements, or other such representations made by
or on behalf of Schluter Systems relative to the Products or the application of the Products and shall apply to any installation occurring on
or after June 16, 2008. No changes or modification of any terms or conditions of this warranty are allowed unless authorized
by written agreement and signed by the General Manager or an Officer of Schluter Systems L.P.

*For the purpose of this warranty Schluter Systems L.P. shall provide the warranty for all products for end users located in the
United States and Schluter Systems (Canada) Inc. shall provide the warranty for all products for end users located in Canada.
Schluter Systems L.P. and Schluter Systems (Canada) Inc. are affiliated companies.

All U.S. Claims shall be sent to:

Schluter Systems L.P.
Attn: Warranty Claims Dept.
194 Pleasant Ridge Road
Plattsburgh, New York 12901

All Canadian Claims shall be sent to:

Schluter Systems (Canada) Inc.
Attn: Warranty Claims Dept.
5626 Thimens Blvd.
St-Laurent, Quebec
H4R 2K9

**Schluter®-Shower System (the “Products”): The Products are defined to include all Schluter®-KERDI Products referred to in the
Handbook and used in the integrated Schluter®-Shower System.

WARRANTY
Schluter®-Shower System 5-Year Limited Warranty



Schluter Systems L.P. • 194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841 • Tel.: 1-800-472-4588 • Fax: 1-800-477-9783
Schluter Systems (Canada) Inc. • 5626 Thimens Blvd., St. Laurent, QC H4R 2K9 • Tel.: 1-800-667-8746 • Fax: 1-514-336-2410

E-mail: info@schluter.com
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