SECTION 09 30 00

TILING

PART 1 GENERAL

1.01
SECTION INCLUDES

A. Ceramic tile and dimension stone
B. Modular screed system 
C. Setting materials: adhesives, mortars, grouts, and sealants
1.02
RELATED SECTIONS

A. Section 03 00 00 – Concrete
B. Section 06 10 00 - Rough Carpentry: plywood subfloor and underlayment
C. Section 07 90 00 - Joint Sealers
D. Section 23 83 00 - Radiant Heating Units: electric cables, electric mats, and hydronic piping
1.03
REFERENCES

---------------------------------------------------------------------------------------------------------------------------------The following references pertain to Schluter®-Systems’ products.  Various other relevant standards and references can be found in the Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation, Terrazzo, Tile and Marble Association of Canada (TTMAC Specification Guide 09300 Tile Installation Manual, and American National Standard Specifications for the Installation of Ceramic Tile.

---------------------------------------------------------------------------------------------------------------------------------
A. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation
B. Terrazzo, Tile and Marble Association of Canada (TTMAC) Specification Guide 09300 Tile Installation Manual
C. American National Standard Specifications for the installation of ceramic tile A108 / A118 / A136.1

PART 2 PRODUCTS
2.01
MANUFACTURERS

---------------------------------------------------------------------------------------------------------------------------------Schluter®-Systems operates separate divisions between the United States and Canada.  Choose based on project location.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: info@schluter.com. Internet: www.schluter.com. 

A. Schluter Systems (Canada) Inc., 5626 Thimens Blvd., St Laurent, QC H4R 2K9.  Tel: (800) 667-8746. Fax (514) 336-2410. E-mail: info@schluter.com. Internet: www.schluter.com. 

---------------------------------------------------------------------------------------------------------------------------------Include other approved manufacturers (tile, setting materials, etc.)

---------------------------------------------------------------------------------------------------------------------------------
2.02
TILE
---------------------------------------------------------------------------------------------------------------------------------To be determined by design and service requirements of application(s).

---------------------------------------------------------------------------------------------------------------------------------

2.03
MODULAR SCREED SYSTEM
---------------------------------------------------------------------------------------------------------------------------------Schluter®-BEKOTEC is a modular screed system that produces permanent flooring assemblies that are free from internal stresses.  This allows for the installation of continuous screed surfaces without any saw cuts or control joints.  Ceramic and stone tile is set over the screed using the thin-set method, in conjunction with the Schluter®-DITRA uncoupling membrane, while surface coverings not sensitive to cracking, such as parquet or carpet, can be installed directly over the screed as soon as the residual moisture has reached an appropriate level. The system is self-supporting, making it possible to place additional layers of heat and/or sound insulation to obtain the desired effect.  The system is also designed to hold hydronic radiant heating tubes without fasteners.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter®-BEKOTEC Polyethylene Foil

a. Modular Screed System: Schluter®-BEKOTEC 36 inch x 47 1/4 inch (90 cm x 120 cm) polyethylene panel, with 7/8 inch (23 mm) high integrated studs set in a grid pattern spaced 4-1/4 inch (108 mm) on center.
B.  Schluter®-BEKOTEC Expanded Polystyrene

1. Description: 24 inch x 48 inch x 1-3/8 inch (610 mm x 1219 mm x 35 mm) expanded polystyrene panel, with 15/16 inch (24 mm) high integrated studs set in a grid pattern spaced 4-1/4 inch (108 mm) on center.


---------------------------------------------------------------------------------------------------------------------------------

Notes:

1.
Edge strips, edge boards, and movement joint strips are available.

---------------------------------------------------------------------------------------------------------------------------------
2.04
SETTING MATERIALS

---------------------------------------------------------------------------------------------------------------------------------To be determined by installation method(s), environment(s), and associated materials (e.g., tile type, underlayments, etc.)

---------------------------------------------------------------------------------------------------------------------------------

PART 3 EXECUTION

3.01 APPLICATION

A. Consult Schluter®-Systems’ current technical literature for proper design and installation instructions at www.schluter.com.
END OF SECTION








