SECTION 09 30 00

TILING

PART 1 GENERAL

1.01
SECTION INCLUDES

A. Ceramic tile and dimension stone
B. Finishing and edge-protection profiles for walls and countertops
C. Setting materials: adhesives, mortars, grouts, and sealants
1.02
RELATED SECTIONS

A. Section 03 00 00 – Concrete

B. Section 06 10 00 - Rough Carpentry: plywood subfloor and underlayment

C. Section 09 28 13 - Gypsum Board: gypsum board and tile backer boards

1.03
REFERENCES

---------------------------------------------------------------------------------------------------------------------------------The following references pertain to Schluter®-Systems’ products.  Various other relevant standards and references can be found in the Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation, Terrazzo, Tile and Marble Association of Canada (TTMAC Specification Guide 09300 Tile Installation Manual, and American National Standard Specifications for the Installation of Ceramic Tile.

---------------------------------------------------------------------------------------------------------------------------------
A. Tile Council of North America (TCNA) Handbook for Ceramic Tile Installation
B. Terrazzo, Tile and Marble Association of Canada (TTMAC) Specification Guide 09300 Tile Installation Manual
C. American National Standard Specifications for the installation of ceramic tile A108 / A118 / A136.1

PART 2 PRODUCTS
2.01
MANUFACTURERS

---------------------------------------------------------------------------------------------------------------------------------Schluter®-Systems operates separate divisions between the United States and Canada.  Choose based on project location.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter Systems, L.P., 194 Pleasant Ridge Road, Plattsburgh, NY 12901-5841. Tel: (800) 472-4588. Fax (800) 477-9783. E-mail: info@schluter.com. Internet: www.schluter.com. 

A. Schluter Systems (Canada) Inc., 5626 Thimens Blvd., St Laurent, QC H4R 2K9.  Tel: (800) 667-8746. Fax (514) 336-2410. E-mail: info@schluter.com. Internet: www.schluter.com. 

---------------------------------------------------------------------------------------------------------------------------------Include other approved manufacturers (tile, setting materials, etc.)

---------------------------------------------------------------------------------------------------------------------------------
2.02
TILE
---------------------------------------------------------------------------------------------------------------------------------To be determined by design and service requirements of application(s).

---------------------------------------------------------------------------------------------------------------------------------

2.04
FINISHING AND EDGE-PROTECTION PROFILES FOR WALLS AND COUNTERTOPS

---------------------------------------------------------------------------------------------------------------------------------Ceramic and stone tiles are durable, hygienic, heat resistant, and easy to maintain, representing the ideal surface covering for walls and countertops.  However, lack of trim pieces such as bullnose or quarter round in many tile lines can limit designers' options.  Schluter®-Systems offers various finishing and edge-protection profiles for walls and countertops that offer increased design flexibility because they can be integrated with any field tile to create a beautiful, durable installation.

---------------------------------------------------------------------------------------------------------------------------------

A. Schluter®-QUADEC-FS
1. Description: anodized aluminum, double-rail profile with 3/8 inch (10mm) -wide, square exposed surfaces separated by a 2 inch (51 mm) -wide recessed section with dovetail channel.
2. Material and Finish:

[AE - Satin Anodized Aluminum]

[AT - Satin Nickel Anodized Aluminum]

[AB - Antique Bronze Anodized Aluminum]

[ABGB - Antique Bronze Anodized Aluminum Brushed]
---------------------------------------------------------------------------------------------------------------------------------

Notes:

1. 

Consult Schluter®-Systems’ Illustrated Price List for availability.

2.
Matching inside / outside corners / end caps are available for Schluter®-QUADEC-FS.

---------------------------------------------------------------------------------------------------------------------------------
2.14
SETTING MATERIALS

---------------------------------------------------------------------------------------------------------------------------------To be determined by installation method(s), environment(s), and associated materials (e.g., tile type, underlayments, etc.)

---------------------------------------------------------------------------------------------------------------------------------

PART 3 EXECUTION

3.01 APPLICATION

A. Consult Schluter®-Systems’ current technical literature for proper design and installation instructions at www.schluter.com.
END OF SECTION








